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07.01.2026  Poór László

Series introduction – Agro Drive 10.5 axle
From January 2026, BPW will introduce the new Agro Drive 10.5 axle. 
Under the name Agrodrive 10.5, BPW offers a reliable driven axle featuring a two-stage Black Bruin  
hydraulic motor with a displacement of 1,600 cm³, designed for agricultural and forestry applications.

Agro Drive 10.5

Axle beam 120x15 mm

Brake N 4012-4

Static axle load 10,5 t bei 60 km/h

Min. rim diameter 19.5”

Wheel connection 8 x M20 x 1.5

Technical data:

         +120 

Their benefits are:

Wheel offset
Tolerance:  +/- 35 

Efficient off-road capability

Enhanced traction provided by the driven axle

Lower fuel consumption, reduced maintenance effort

Maximum cost efficiency

Brake shoe replacement without removing the drive motor 

Compatible with tractor hydraulics or auxiliary hydraulics
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For more information, please contact your BPW representative.

                                                                                                     Agro Drive 10.5                                Agro Drive 13.5

Technical data Speed 1     Speed 2 Speed 1     Speed 2

Displacement [ccm] 1600         800 3150      1575

Max. torque with 100 bar [Nm] 2550        1275 5010     2505

Max. flow rate [l/min]  200           150 350       225

Max. working pressure (peak pressure) [bar]  350           350 450      450

Max. working pressure [bar]  300           300 400      400

13.5 or 10.5 – one solution, two performance levels. 
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